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Polini carburetors are cast in light 
alloy and they are available in 6 
diameters: 24, 26, 28, 30, 32, 34 
mm. Their peculiarity consists in 
having a flat valve made of chro-
med light alloy to improve the sli-
ding and to be more resistant to 
abrasion and wear. The new Polini 
carburetors are assembled in the 
Polini factory according to specific 
calibrations. To achieve the highest 
quality features  the carburetors 
are tested one by one by the me-
chanics, who control the float level 
control and needle seal.

I carburatori Polini fusi in lega leg-
gera di alluminio sono disponibili 
in 6 diametri: 24, 26, 28, 30, 32, 
34 mm. Si distinguono per avere la 
valvola piatta in lega leggera cro-
mata per migliorare lo scorrimen-
to e la resistenza all’abrasione e 
all’usura. I carburatori Polini sono 
assemblati all’interno dell’azienda 
con specifiche tarature. Per ottene-
re il massimo standard qualitativo 
tutti i carburatori vengo testati in 
produzione in particolare: control-
lo di livello galleggiante e tenuta 
spillo.

CODE Ø
Ø OF THE 

MANIFOLD 
CONNECTION

Ø FILTER 
CONNECTION

MAIN
JET

SLOW
JET

NEEDLE ATOMIZER
NEEDLE
BUSH

MIXER
AIR

STARTER

201.0166 24 34,8 48,8 105 45 24/26 8 HOLES-FORI h 11,2 mm YES - SI KNOB-POMELLO

201.0167 26 34,8 48,8 105 42 24/26 8 HOLES-FORI h 11,2 mm YES - SI KNOB-POMELLO

201.0168 28 34,8 48,8 118 45 28 8 HOLES-FORI h 10 mm YES - SI KNOB-POMELLO

201.0169 30 34,8 48,8 135 45 30 8 HOLES-FORI h 10 mm NO KNOB-POMELLO

201.0170 32 40 54 122 42 N68E 30 HOLES-FORI h 12 mm YES - SI KNOB-POMELLO

201.0171 34 40 54 122 42 N68E 30 HOLES-FORI h 12 mm YES - SI KNOB-POMELLO

CONTROL TESTS | TEST DI CONTROLLO

Ø 24-26-28-30

Ø 32-34

CARBURETORS | CARBURATORI

Float level check - Controllo livello galleggiante Needle seal check - Controllo tenuta spillo

201.0166 Ø24

201.0167 Ø26

201.0168 Ø28

201.0169 Ø30

201.0170 Ø32

201.0171 Ø34
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342.0108

343.0017

MAIN JET - SLOW JET pag.287

342.0110  Ø 28-30 h10
342.0117  Ø 24-26 h11,2 
342.0140  Ø 34 h11
342.0128  Ø 32 h12

342.0115 - 8 fori - holes

342.0112 - 20 fori - holes

342.0113 - 40 fori - holes

342.0127 - 30 fori - holes

342.0105  Ø24-26-28-30
342.0124  Ø32
342.0126  Ø34

343.0020

342.0111  Ø 24-26
342.0135  Ø 28
342.0118  Ø 30
342.0125 N68E  Ø 32-34

342.0106  Ø24-26-28-30
342.0120  Ø32-34

343.0018

342.0109  Ø24-26-28-30
342.0121 Ø32-34

342.0107  Ø24-26-28-30 
342.0122 Ø32-34

342.0102  Ø24-26-28-30
342.0123  Ø32-34

342.0103

342.0101

Ø36

343.0019

144.480.001

CODE TYPE A B C D E C+D+E

342.0111 PW24 2,47 0,96 21,80 22,30 6,6 50,70

342.0118 PW30 2,43 0,97 26,60 22,00 2,2 50,80

342.0119 PW28 2,50 1,00 28,60 20,20 1,9 50,70

342.0125 N68E 2,42 0,96 27,20 21,70 2,0 50,90

342.0130 HLJ 2,44 1,17 26,30 24,30 0 50,60

342.0131 HKJ 2,44 1,08 27,40 23,20 0 50,60

342.0132 JJS 2,52 0,97 29,30 21,40 0 50,70

342.0133 JLJ 2,44 1,02 26,10 24,60 0 50,70

342.0134 JJL 2,46 0,94 28,20 22,60 0 50,80

342.0135 JJK 2,45 0,93 28,20 22,60 0 50,80

342.0136 JJN 2,48 0,96 28,80 22,00 0 50,80

342.0137 JJM 2,47 0,94 29,10 21,60 0 50,70

342.0138 JJQ 2,50 0,97 28,80 22,00 0 50,80

342.0139 KLK 2,44 0,96 26,70 24,10 0 50,80

342.0141 1,3-28,5 2,50 1,3 28,5 23 0 51,5

CARBURETORS Ø 24-26-28-30-32-34 | CARBURATORI

NEEDLE MEASURES | MISURE SPILLO

342.0129
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CODE Dell’orto MAIN JETS (set 10 pcs.) INCREASE

360.0003 Dell’orto 5 mm. dal 60 al 78 - from 60 to 78 2

360.0004 Dell’orto 5 mm. dal 80 al 89 - from 80 to 89 1

360.0005 Dell’orto 5 mm. dal 90 al 99 - from 90 to 99 1

360.0006 Dell’orto 5 mm. dal 100 al 109 - from 100 to 109 1

360.0007 Dell’orto 5 mm. dal 110 al 128 - from 110 to 128 2

CODE Dell’orto MAIN JETS (set 10 pcs.) INCREASE

362.0002 Dell’orto 6 mm. dal 60 al 78 - from 60 to 78 2

362.0003 Dell’orto 6 mm. dal 80 al 98 - from 80 to 98 2

362.0004 Dell’orto 6 mm. dal 100 al 118 - from 100 to 118 2

362.0005 Dell’orto 6 mm. dal 120 al 138 - from 120 to 138 2

362.0006 Dell’orto 6 mm. dal 140 al 158 - from 140 to 158 2

362.0007 Dell’orto 6 mm. dal 160 al 178 - from 160 to 178 2

362.0008 Dell’orto 6 mm. dal 180 al 198 - from 180 to 198 2

CODE POLINI CP - KEIHIN - PWK MAIN JETS (set 10 pcs.) INCREASE

370.0000 POLINI-KEIHIN-PWK dal 40 al 58 - from 40 to 58 2

370.0001 POLINI-KEIHIN-PWK dal 60 al 78 - from 60 to 78 2

370.0002 POLINI-KEIHIN-PWK dal 80 al 98 - from 80 to 98 2

370.0003 POLINI-KEIHIN-PWK dal 100 al 118 - from 100 to 118 2

370.0004 POLINI-KEIHIN-PWK dal 120 al 138 - from 120 to 138 2

370.0005 POLINI-KEIHIN-PWK dal 140 al 158 - from 140 to 158 2

370.0006 POLINI-KEIHIN-PWK dal 160 al 178 - from 160 to 178 2

370.0007 POLINI-KEIHIN-PWK dal 180 al 198 - from 180 to 198 2

370.0102 POLINI-KEIHIN-PWK dal 81 al 99 - from 81 to 99 (Odd /Dispari) 2

370.0103 POLINI-KEIHIN-PWK dal 101 al 119 - from 101 to 119 (Odd /Dispari) 2 

CODE MIKUNI MAIN JETS (set 10 pcs.) INCREASE

380.0002 MIKUNI dal 80 al 125 - from 80 to 125 5

380.0003 MIKUNI dal 130 al 175 - from 130 to 175 5

380.0004 MIKUNI dal 180 al 270 - from 180 to 270 10

380.0005 MIKUNI dal 280 al 370 - from 280 to 370 10

380.0006 MIKUNI dal 380 al 470 - from 380 to 470 10

The most important feature of the new main jets serie by Polini 
Motori stays in the high-precision in the manufacturing and 
in the very careful measurement of the hole to grant a correct 
carburetion adjustment. The main jets can be fitted 
on the Polini, Dell’orto, Keihin, Pwk and Mikuni 
carburettors. 

L’importanza e la caratteristica della nuova produzione di getti 
del massimo Polini Motori è l’elevata precisione costruttiva e il 
controllo effettuato in modo millesimale sulla misurazione del 
foro di passaggio in modo da garantire una corretta modifica 
alla carburazione. I getti sono adattabili ai carburatori: 
Polini, Dell’orto, Keihin, Pwk, Mikuni.

CODE KEIHIN - PWK SLOW JETS (set 5 pcs.)

372.0003 KEIHIN-PWK dal 30 al 40 - from 30 to 40  (30-32-35-38-40)

372.0004 KEIHIN-PWK dal 42 al 52 - from 42 to 52  (42-45-48-50-52)

5 mm.

6 mm.

MAIN JETS SET | SET GETTI MASSIMO

SLOW JETS SET | SET GETTI MINIMO


